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January 4, 1963 

Service Bulletin No. T-l & D-2 


ROYFAX 100 PHOTOCOPIER 
IDLER GEAR CONVERSION KIT #3-197-K 


A Conversion Kit has been developed to overcome breakage of the Idler Gear 
and Drive Roll Gear, due to the loosening of the Idler Gear Shaft. All 
machines beginning with the Serial Number 100-2300 will contain the parts 
described in this bulletin. 

An initial kit is being sent to each District Office. These parts should 
only be installed when the above problem is encountered. If additional 
kits are required, they can be obtained from the Product Service Consultant, 
the Executive Offices. The kits are available free of charge. Distributors 
should order through district offices. 

The instructions on the reverse side of this Bulletin will clearly indicate 
the procedure to follow to obtain a neat and efficient installation. 
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CONVERSION KIT INSTALLATION INSTRUCTIONS 

Unplug the machine and remove the Case. Remove the No-Mix Cartridge and the Trays. 

Remove the Lower Motor Mounting Screw (13), Nut (11) and Reinforcement Plate (12). 

Remove Top Motor Mounting Screw (2) and Nut, and move Motor (7) aside. 

Remove the original Idler Gear and the Drive Roll Gear. Press Tab (10) flat against the 
End Plate. 

Install new Drive Roll Gear (3) with the Hub toward the - out side ~of~ the - machine~and install 
Retaining Ring (4). 

Place Washer (9) on Shaft (1) and install Idler Gear (8) with the Hub facing the outside 
of the machine. 

Lightly lubricate the holes of Idler Gear Plate (6) with Light Typewriter Oil. 

Remove 1" Gear (5) and place Gear Plate (6) on its Hub. Place the other hole of Gear 
Plate (6) on the Hub of Idler Gear (8), with the Hub of Gear (5) toward the outside of 
the machine. 

Insert the Motor Drive Shaft into Gear (5) and secure Motor (7) to the End Plate with the 
Top and Lower Motor Mounting Screws and Nuts. Install Reinforcement Plate (12) as 
illustrated. 

Plug in the machine and check the Motor and Drive Gears for proper operation. Replace 
the Trays and No-Mix Cartridge and install the Case. 




